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1998. Which is located in Laizhou City, Shandong Province. This is in

Shandong Hongtai Electrical Appliance Co., Ltd. Established in

the north parts of China, near city Qingdao. One and a half hour drive
from Qingdao Airport .Our company specializes in manufacturing
commercial refrigerators, display cabinets, and supermarket
refrigerators.

All our products are certified to meet the standards of Europe and
North America, such as CE, NSF, ETL, etc. And our factory has
passed the system certification ISO14000,1S090001 AND SA8000,etc

With more than 30 years of experience in the refrigeration industry,
we have grown into a large enterprise with an annual production
capacity of more than 300,000 commercial refrigerators. In the year

2023, Shandong Hongtai exported commercial refrigeration 298600

units .Now we are the commercial refrigeration R&D centre in China .

COMPANY PROFILE

Tel: 0086 535 2522128 / 2522153
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Eco GASTRO REFRIGERATION
Ventilated Refrigerated GN Cabinet 602 Series

T,

New design air conduct
offer better air cycle for
mare uniform temperature

With bottom shelf gives
better air cycle

Stamped side panel
instead of shelf support
easy for cleaning

G-GNB02TN / G-GNE602BT G-GN1202TN / G-GN1202BT

Max with 15 layer
shelves for pans GN2/1 o

Automatic fan cut-off
systerm. reduce cold
air loss and energy
consumption

LED light for better

energy efficiency

G-GNB02TNG G-GN1202TNG

Features Options

+ Height-adjustable stainless steel legs ,Height of the legs could be adjust individually (110mm-170mm) to = Casters - 230V/60Hz
enable convenient cleaning.

+ Stamped guides with rounded edges enable more convenient cleaning operations without any difficulties. Ext. Dimension (L Dimenelo  (CApSEiE  TRmperre P Coolifig
Placing and adjusting the grids is also easier than ever, Heavy duty plastic-coated wire grids allow storage Model WxDxH {mm) WxDxH (mm) L) (°C) Shelf Supply mode
of different packaging types. G-GNBOZTN 680x875%2000 533%700%1501 514 2~48°C  3pes  230V/S0Hz  Ventlated

* Removable pull-out/push-in magnetic door gasket to keep maximum hygiene and maintain the insulating C-GNE0ZBT 680%875+2090 533<700%1501 514 A8~22C  3pes  230VIS0Hz Ventiated
PrORSStics: G-GN6OZTNG 680x855<2080  533x700x1501 514 +2-48°C  3pes  230VIG0Hz  Ventilated

+ Rounded edge interiors ,easier cleaning operations to reduce potential dirt traps. =

s : : s G-GN1202TN 1340%875%2090  1193x700=1501 1152 2~ +8°C 6pcs  230\/50Hz  Ventilated

» Complete structure interior stainless Steel AlS| 304 and exterior stainless Steel AIS| 430. S TG = e s

] : G-GN1202BT 1340875 1193x700=1501 1152 18~ -22° 6 230V/50Hz ent
+ Suitable for food containers GN2/1 or 2x GN1/1. P
G-GN1202TNG  1340%855x2000  1193%700=1501 1152 +2~48°C Bpcs  230V/50Hz  Ventilated

+ Equipped with 3 grids GN2/1 per each full door.

N (01



S.. GASTRO REFRIGERATION Standard Compressor
B | Ventilated Refrigerated GN Cabinet 650 Series

New design air conduct
offer better air cycle for
more uniform temperature

With bottom shelf gives
better air cycle
.

Stamped side panel
instead of shelf support
easy for cleaning

Max with 15 layer |
shelves for pans GN2/1

G-UGNBS0TN / G-UGNGS0BT G-UGN1410TN / G-UGN1410BT

Automatic fan cut-off

LED light for better Super thick insulation:

systerm. reduce cold energy efficiency Single door 100mm.

air loss and aneqgy DOU ble door 90mm.

consumption

G-UGNES0TNG G-UGN1410TNG

Features Options

+ Height-adjustable stainless steel legs ,Height of the legs could be adjust individually (110mm-170mm) to = Casters - 230V/60Hz
enable convenient cleaning.

+ Stamped guides with rounded edges enable more convenient cleaning operations without any difficulties. Ext_ Dimension Int Dimension  Capacity Temperature o Cooling
Placing and adjusting the grids is also easier than ever, Heavy duty plastic-coated wire grids allow storage Model WxDxH (mm) WxDxH (mm) (L) (*C) Shelf Supply mode
of different packaging types. G-UGNB50TN 740%875%2090 533x700%1501 560 2-~48°C 3pes  230VIS0Hz  Ventilated

* Removable pull-out/push-in magnetic door gasket to keep maximum hygiene and maintain the insulating G-UGNG50BT 740%875%2000 5337001501 560 18~22°C  3pes  230VI50Hz Ventilated
Propaviiee. G-UGNBSOTNG  740<855x2000  533x700<1501 560 42~48°C  3pes  230V/S0Hz  Ventilated

* Rounded edge |nterfors ..ESSEBII' cleaning operations to reducel poten.tial dirt traps. S UGHAIGT TN T e T PP R B e e

» Complete structure interior stainless Steel AlS| 304 and exterior stainless Steel AIS| 430. T e PSR = = i TR

! ; -UGN141 %875 *700% AB ~ 7° 6 230V, .
+ Suitable for food containers GN2/1 or 2x GN1/1. = 5 o
G-UGN1410TNG  1420x875x2090 1240%700x1501 1300 +2 ~ +8°C Gpes  230V50Hz  Ventilated

+ Equipped with 3 grids GN2/1 per each full door.
N (03



GASTRO REFRIGERATION

Standard Compressor

FIRSCOC

Ventilated Refrigerated Dual Temperature GN Cabinet

P

"- New design air conduct
offer better air cycle for
more uniform temperature

With bottom shelf gives

k better air cycle
—

Stamped side panel
instead of shelf support
easy for cleaning

Max with 15 layer
shelves for pans GN2/1

LED light for better
anargy afficianny

Super thick
insulation 90mm.

Automatic fan cut-off
systerm. reduce cold
air loss and energy
consumption

N (05

Features

* Height-adjustable stainless steel legs ,Height of the legs could be adjust individually {110mm-170mm) to
enable convenient cleaning.

* Stamped guides with rounded edges enable more convenient cleaning operations without any difficulties.
Placing and adjusting the grids is also easier than ever, Heavy duty plastic-coated wire grids allow storage
of different packaging types.

* Removable pull-out/push-in magnetic door gasket to keep maximum hygiene and maintain the insulating
properties.

* Rounded edge interiors \easier cleaning operations to reduce potential dirt traps.

* Complete structure interior stainless Steel AlS| 304 and exterior stainless Steel AIS| 430.

+ Suitable for food containers GN2/1 or 2x GN1/1.

+ Equipped with 3 grids GN2/1 per each full door.

» Two compartments with two independent, self contained refrigeration systems

Options
» Casters + 230V/60Hz

-_

G-UGN1410DT

Ext. Dimension Int. Dimension  Capacity Temperature Power Cooling

Model Wx=D=H (mm) Wx=D=H (mm) (L} {*C) Shelf Supply mode
G-UGN1410DT 1420=875=2090  Left:533=700=1501 560 -18 ~-22°C 3pes 230Vi50Hz Ventilated
Right-533=700=1501 560 -2 ~+8°C 3 pcs 230V/50Hz Wentilated

006 -



S . BAKERY REFRIGERATION
| Ventilated Refrigerated Bakery Cabinet

G-PA400TN / G-PA40D0BT G-PABOOTMA / G-PASDOBTA

Features

* HC free refrigerant and foam
* Electranic thermostat and digital LED temperature display for accurate control and easy reading
» Ventilated refrigeration compartment gives a better air circulation
» Auto defrosting and auto evaporation of condensation water
= Magnetic gasket can be replaced without any tools
+ Self-closing door
+ Heating element conceal in door frame to eliminate any condensation
= Complete structure interior &. exterior in stainless steel AlSI 304 with round internal edges for easy cleaning
* Design for 400mm=*600mm, 450mmx=600mm and 460x610mm pan for G-PA400TN/BT
Design for 800mm=800mm pan for G-PABOOTN/BT

. 007

FIRSCOOL

G-GEBODBTA

Options
+ Casters = Stainless steel shelf + 230V/60Hz

Ext. Dimension Int. Dimension Capacity Temperature Power Caoaling
Model WxD=H (mm) WxDx=H (mm} (L) (°C) Shelf Supply mode
G-PA4DOTN BO0*B7E%2100 484x700x1510 501 +2~+8°C - 230V/50Hz Ventilated
G-PA4DDBT B00=878%2100 484=F00=1510 501 -18~-22°C - 230V/I50Hz Ventilated
G-PABOOTNA 74010352100 624%860x1510 852 +2~+B°C - 230V/50Hz Ventilated
G-PABODBTA T40=1035=2100 624=860=1510 852 -18~-22°C - 230V/50Hz Ventilated
G-GEBOOBTA 740%1035%2100  624+860<1510 852 -18~-22°C  10pes  230VI50Hz  Ventilated

008 -



S GASTRO REFRIGERATION
il Refrigerated Cabinet For Trolleys

Models Range

I

:

o

RI1 RI2

T

—
——
T —
—

"

—"
Ty

T
T,
e
.
~,

RT1 RT2

Features
* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading

+ Ventilated refrigeration compartment gives a better air circulation

+ Auto defrosting and auto evaporation of condensation water

* Insulation 80 mm thickness

+ Complete structure interior & exterior in stainless steel AlS| 304 with round internal edges for easy cleaning
+ Suitable for Trolleys:GN1 / 1/GN2/1 / 400mm»800mm

+ Smart automatic DEFROSTING

* +43°C tropicalized unit GN 1/1 TROLLEY 20 TRAYS GN 2/1 TROLLEY 20 TRAYS B0x40 TROLLEY 20 TRAYS

. 009 010 ——



GASTRO REFRIGERATION FIRSCOOL

Refrigerated Cabinet For Trolleys

RN RI2 RT1 RT2
Ext. Dimension Int. Dimension  GMN1/1 Trolleys  GN2/1 40x60 Temperature Power Ext. Dimension Int. Dimension GN1/M Trolleys GM2/1 40x60  Temperature Power
Model WxDx=H (mm}) WxDx=H {mm} (pes) Trolleys (pcs) (°C) Supply Model ‘WxD=H (mm) WxD=H (mm) (pcs) Trolleys (pcs) {°C) Supply
RI 880=1070=2200 656=TBT=1770 2 1 +2~+10°C  230V/50Hz RT1 880x1234>2200 656=873<1770 2 1 +2~+10°C  230V/50Hz
RI2 1760=1070=2200 1536=787=1770 4 2 +2~+10°C  230V/50Hz RT2 1760%1234=2200 1536=873=1770 4 2 +2~+10°C  230V/50Hz

. 011 012 .



9 (GASTRO REFRIGERATION Variable Speed Compressor Fle OC
B | Ventilated Refrigerated GN Cabinet 650 Series

e New design air conduct offer
|nwuw better air cycle for more

uniform temperature
g Air inict p

r_ —— ——u-z:_*ﬁEEﬁ

Automatic fan cut-off
systerm. reduce cold
air loss and energy

consumption

Stamped side panel
instead of shelf support
easy for cleaning

Max with 15 layer
shelves for pans GN2/1 L

b i o sk FC-UGNBSOTN / FC-UGNBSO0BT FC-UGN1410TN / FG-UGN1410BT

gives better air cycle

Newest high efficiency LED light for better Super thick insulation:

compressor save energy efficiency Single door 100mm.

energy Double door 80mm.

FC-UGNEBS0TNG FC-UGN1410TNG

Features Options

+ Height-adjustable stainless steel legs ,Height of the legs could be adjust individually (110mm-170mm) to » Casters + 230V/60Hz *» Foot padel
enable convenient cleaning.

+ Stamped guides with rounded edges enable more convenient cleaning operations without any difficulties. Ext_ Dimension Int Dimension  Capacity Temperature o Energy
Placing and adjusting the grids is also easier than ever, Heavy duty plastic-coated wire grids allow storage Model WxDxH (mm) WxDxH (mm) (L) (°C) Shelf Supply level
of different packaging types. FC-UGN6SOTM  74D=875x2090 533x700%1501 560 2-~48°C 3pes  230VIS0Hz A

* Removable pull-out/push-in magnetic door gasket to keep maximum hygiene and maintain the insulating FC-UGNB50BT 740%875%2000 5337001501 560 18~22°C  3pes  230VI50Hz B
prapies; FC-UGNGSOTNG  740<855x2000  533<700x1501 560 42~48°C  3pes  230VIS0Hz A

* Rounded edge |nterlsors ..easselr cleaning operations to reducel poten.tial dirt traps. NI A0 T e T PP R Spes  230VIB0Hz =

» Complete structure interior stainless Steel AlS| 304 and exterior stainless Steel AIS| 430. e PSR = = prs =

i H M141 3] S : x S48 ~ -9 6 H:
+ Suitable for food containers GN2/1 or 2x GN1/1. = 5
FC-UGN1410TNG  1420%875%2090 1240%700x1501 1300 +2 ~ +8°C Gpes  230VI50Hz A

+ Equipped with 3 grids GN2/1 per each full door.
EEN 013 014




Su GASTRO REFRIGERATION

Ventilated Refrigerated Two Independent Compertments
Convertible Refrigerator / Freezer GN Cabinet

.,

'- New design air conduct

offer better air cycle for
more uniform temperature

With bottom shelf gives
better air cycle

Stamped side panel
instead of shelf support
easy for cleaning
Max with 15 layer
shelves for pans GN2/1

LED light for better
_energy efficiency

Automatic fan cut-off
systerm. reduce cold
air loss and energy
consumption

Super thick

Easily converts from insulation 90mm.

Freezer to Refrigerator
by touch this button

BN 015

FIRSCO!

Features

* Height-adjustable stainless steel legs ,Height of the legs could be adjust individually {110mm-170mm) to
enable convenient cleaning.

* Stamped guides with rounded edges enable more convenient cleaning operations without any difficulties.
Placing and adjusting the grids is also easier than ever, Heavy duty plastic-coated wire grids allow storage
of different packaging types.

* Removable pull-out/push-in magnetic door gasket to keep maximum hygiene and maintain the insulating
properties.

* Rounded edge interiors \easier cleaning operations to reduce potential dirt traps.

* Complete structure interior stainless Steel AlS| 304 and exterior stainless Steel AIS| 430.

+ Suitable for food containers GN2/1 or 2x GN1/1.

+ Equipped with 3 grids GN2/1 per each full door.

« Two compartments with two independent, self contained refrigeration systems

» Each compartment can be converted with freezer or refrigerator .

Oplions
* Casters + 230V/60Hz « Foot pedal

SG-UGN1410DT

Ext. Dimension Int. Dimension  Capacity Temperature Power Cooling
Model WxD=H (mm}) W=D=H {(mm) (L) {°C) Shelf  Supply mode
SG-UGN1410DT 1420=875=2090  Left:533=700=1501 560 -2~+8°C/-18~-22°C 3pes  230W/50Hz  Ventilated

Right:533=700=1501 560 -2~+8°C[-18~-22°C 3pcs  230VIS0Hz  Ventilated

016 -



Suoer GASTRO REFRIGERATION
@ |Ventilated Refrigerated GN Cabinet 70 Series

New design air conduct
offer better air cycle for
more uniform temperature

With bottom shelf
gives better air cycle

| LED light for better
energy efficiency

Super thick
insulation 90mm.

Automatic fan cut-off

Newest high efficiency systerm. reduce cold
Eomprassarame air loss and energy
energy consumption
, FC-UGN70TN / FC-UGNT70BT FC-UGN140TN / FC-UGN140BT
Features Options
* HC refrigerant and foam - Casters + 230V/60Hz - Foot padel
+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
« Auto defrosting and auto evaporation of condensation water Ext. Dimension Int. Dimension  Capacity  Temperature Power Energy
: . Model WxDxH WxD=H L °C Shelf Suppt level

» Magnetic gasket can be replaced without any tools {mrm) (mm) ikl <l SEE 2
+ Insulation 90 mm thickness for better energy efficiency FE LB i O i e Bl O O A
* Self-closing door FC-UGNTOET T40=875=2000 560=700=1501 588 -18 ~-22°C 3pcs 230VI50Hz B
+ Complete structure interior AIS| 304 &. exterior in stainless steel AlIS| 430 with round internal edges for FC-UGN140TN 1420=875%2080 1240=700x1501 1300 2~+8°C Gpcs  230VI50Hz A

easy clean 'mg FC-UGN140BT 1420=875=2090 1240=700=1501 1300 -18 ~-22°C 6 pes 230V/50Hz B

N 017 018 -



Suoer GASTRO REFBIGERATION FlRS
Ventilated Refrigerated GN Counter

With bottom shelf
gives better air cycle

Cleaning Free
Condenser

G-UGN2100TN

High Efficiency
Circle Fan

G-UGN3100TN

Newest high efficiency, Automatic fan

3

compressor save ; ’[ B2 cut-off systerm.
energy B \\ ' | reduce cold air | S =
' loss and energy
S
F [E——
H
I —
Set 2 drawers Set 3 drawers :
Optional Optional G-UGN4100TN
Features
*» HC free refrigerant and foam
+ Electronic thermostat and digital LED temperature display for accurate control and easy reading o pti ons

* Ventilated refrigeration compartment gives a better air circulation
+ Auto defrosting and auto evaporation of condensation water « Casters + 230V/60Hz
* Magnetic gasket can be replaced without any tools
* Insulation 60 mm thickness

Ext. Dimension Int. Dimension  Capacity  Temperature Power Energy
« Self-closing door Maodel WxD=H (mm) WxD=H (mm) {L) (°C}) Shelf Supply level
* Heating element conceal in door frame to eliminate any condensation G-UGN2100TN 1360%700%860 705%580x560 314 D~ 48°C 2pes  230VIS0Hz A
» Complete structure interior &. exterior in stainless steel AIS| 304 with round internal edges for eas:
2 p g y G-UGN3100TN 1795>700=BE60 1230=580=560 463 2~48°C 3pes 230V/50Hz A
eaning
+ Design to accommodate 1 number of GN 1/1 pan size G-UGN4100TN 2230=T700=860 1665=580=560 616 2~+8°C 4 pes 230VI50Hz A

BN 019 020 —
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Suoer GASTRO REFRIGERATION
i | \Ventilated Refrigerated Bakery Counter

With bottom shelf
gives better air cycle

Cleaning Free
Condenser

High Efficiency
Circle Fan

Newest high efficiency,
compressor save

energy

i‘ Automatic fan
&= cut-off systerm.
' | reduce cold air

consumption

loss and energy

Features

*» HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading

* Ventilated refrigeration compartment gives a better air circulation

+ Auto defrosting and auto evaporation of condensation water

* Magnetic gasket can be replaced without any tools

* Insulation 60 mm thickness

« Self-closing door

* Heating element conceal in door frame to eliminate any condensation

» Complete structure interior &. exterior in stainless steel AIS|I 304 with round internal edges for easy
cleaning

+ Design for 400mmx=600mm shelf

G-UPA2100TN

G-UPA3100TN

Options
- Casters 230V/80Hz

Ext. Dimension Int. Dimension  Capacity = Temperature Power Energy
Model WxDxH (mm) ‘WxDxH (mm) (L) (°C) Shelf Supply level
G-UPA2100TN 1510=800=860 945=680=560 428 +2 ~ +8°C 2pcs 230V/50Hz A
G-UPA3100TN 2020=800=860 1455680560 €35 42~ +8°C 3pcs  230VI50HZz A

022 =



Suoer GASTRO REFRIGERATION
@l [ Marble Top Refrigerated Pizza Counter

With bottom shelf
gives better air cycle

Cleaning Free
Condenser

High Efficiency
Circle Fan

G-UPZ2610TN

Newest high efficiency,
compressor save

Automatic fan
cut-off systerm.

energy reduce cold air
loss and energy
consumption
G-UPZ3600TN
Features

* HC free refrigerant and foam
+ Electronic thermostat and digital LED temperature display for accurate control and easy reading

) _ - ) e ) Options
* Ventilated refrigeration compartment gives a better air circulation
- Auto defrosting and auto evaporation of condensation water * Casters * Set drawers instead of drrrs = 230V/60Hz « Different colour marble
* Magnelic gaskel can be replaved withoul any louls
+ Insulation 60 mm thickness
n Ext. Dimension Int. Dimension Capacity Temperature Power Energy
+ Self-closing door Model WxDxH (mm) WxDxH (mm) (L) (c) Shelf Supply level
+ Heating element conceal in door frame to eliminate any condensation
g 3 y . G-UPZ2600TN 1510x=800=1000 945%680x560 428 +2~+8°C 2pes 230V/50Hz A
+ Complete structure interior &. exterior in stainless steel AISI 304 with round internal edges for easy
o 2 G-UPZ2610TN 2025=800=1000 945=680x560 428 +2 ~ +8°C 2 pes 230V/50Hz A
eaning
G-UPZ3600TN 2020=800=1000 1455x680=560 B35 +2 ~ +8°C 3pecs 230V/i50Hz A

+» Design to accommodate 1 number of GN 1/1 pan size

023 024 -




Suoer GASTRO REFRIGERATION FlRS
Ventilated Saladette

Structure Size Chart
- G-S901V

o4

» G-S903V 5/8 TOP

o3

G-5901V G-5903V S/ TOP

# - -

Fan Switch

Features I

* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Ventilated cooling system, for better air circulation and energy consumption.

* Auto defrosting and auto evaporation of condensation water

= Magnelic gaskel can be replaved wilhoul any lools
+ Bottom with round edges for easy cleaning

« AISI 304 stainless steel framework construction

) } . Ext. Dimension Int. Dimension  Capacity Temperature Power Energy
+ Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size Model WxDxH (mm) WxD=H (mm) (L) (°C) Shelf Supply level
Options G-S901V 903x700=870 810%585x456 257 42 ~+8°C 2pes  230V/50Hz A
G-5903V S/ISTOP  1368=700=E70 1276x585x456 400 +2~ +8°C 3 230V/50Hz A
+ Casters + Set drawers instead of doors + 230V/60Hz i

EEN (25 026 .



GASTRO REFRIGERATION Fl RS
Ventilated Saladette

Structure Size Chart

« G-S903VPZ

G-S903VPZ

Fan Switch

!

& :-‘&'0‘-%‘-"4‘;'. BRI o s | A R ]

Features

* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
+ Ventilated cooling system, for better air circulation and energy consumption.

* Auto defrosting and auto evaporation of condensation water

= Magnelic gaskel can be replaved wilhoul any lools
+ Bottom with round edges for easy cleaning
* AISI 304 stainless steel framework construction

+ Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size

Ext. Dimension Int. Dimension  Capacity  Temperature Pawer Energy
Options Model WxDixH (mm) WxDxH (mm) {L) ") Shelf Supply level
: G-S803VPZ 1400=700=1020 12052585%456 400 +2 ~ +8°C 3 230V/50H. A
+ Casters + Set drawers instead of doors + 230V/60Hz o -

027 028 -



Suoer GASTRO REFRIGERATION FlRS
Ventilated Saladette

Structure Size Chart
- G-PZ9001V

+ G-PZ9031V

G-PZ9001 G-PZ9031

#

Fan Switch

Features

* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Ventilated cooling system, for better air circulation and energy consumption.

» Auto defrosting and auto evaporation of condensation water

= Magneliv gaskel can be replaved wilhoul any lools

+ Bottom with round edges for easy cleaning

« AISI 304 stainless steel framework construction

) } . Ext. Dimension Int. Dimension  Capacity Temperature Power Energy
+ Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size Model W=DxH (mm) WxDxH (mm) (L) (°C) Shelf Supply level
Optiong G-PZ9001V 1420%700=10860 830%585x456 257 42~ 48°C 2pes  230VI50Hz A
G-PZ9031V 1785%700=1060 1291x585x456 400 +2~+8°C 3pcs 230ViS0Hz A

» Casters » Set drawers instead of doors » 230V/60Hz

BN (029 030 -



S... GASTRO REFRIGERATION FlRS
Ventilated Saladette

G-5902V G-5903V

Fan Switch

Features

* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Ventilated cooling system, for better air circulation and energy consumption.

* Auto defrosting and auto evaporation of condensation water

= Magnelic gaskel can be replaved wilhoul any lools
+ Bottom with round edges for easy cleaning

) R Ext. Dimension Int. Dimension Capacity Temperature Power Cooling
« AISI 304 stainless steel framework construction Model WxDxH (mm) WxDxH (mm) (L) °C) Shelf Supply Mode
» Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size
PP 9 p : G-8500V 903=T00=870 810=585%456 257 +2~ +8°C 2pcs 230V/50Hz \entilated
Options 65002V 1045+700<870  975+585x456 302 42~48°C  2pes  230VIS0Hz  Ventilated
s Custers DS s sisad ot doae + 230V/60Hz G-5903V 1368=700<870 1275%585%456 400 +2~48°C  3pes  230Vi50Hz  Ventilated

B (31 032 -



S... GASTRO REFRIGERATION FIRS
Ventilated Saladette

- 5 — """-_-:f
] e
G-PS200V G-PS300V
Fan Switch
Features
* HC free refrigerant and foam
+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Ventilated cooling system, for better air circulation and energy consumption.
* Auto defrosting and auto evaporation of condensation water
= Magnelic gaskel can be replaved wilhoul any lools
+ Bottom with round edges for easy cleaning
o MBI 304 staiblass stesl Fameword constricton Ext. Dimension Int. Dimension  Capacity  Temperature Power Cooling
] Model W=D=H (mm) WxD=H {mm) {L} {*C) Shelf Supply Mode

+ Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size

G-PS200V 903x700x1006 830%585x456 257 42~ 48°C 2pes  230V/50Hz Ventilated
Options G-PS300V 1368%700%1006 1295%585x456 444 +2~48°C  3pes  230V/50Hz  Ventilated
+ Casters + Set drawers instead of doors + 230V/60Hz

B (33 034 .



P (GASTRO REFRIGERATION FIRSCOC
Ventilated Saladette

G-PSg00V G-PS903V

Fan Switch

Features

+ HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Ventilated cooling system, for better air circulation and energy consumption.

* Auto defrosting and auto evaporation of condensation water

= Magnelic gaskel can be replaved wilhoul any lools
+ Bottom with round edges for easy cleaning

« AISI 204 stainless steel framework canstruction Ext. Dimension Int. Dimension  Capacity  Temperature Power Cooling
) Model W=DxH (mm) WxDx=H {mm) L) {*C}) Shelf Supply Made
+ Shelf and shelf support are designed to accommodate 1 number of GN 1/1 in pan size
G-PS200V 903=700=1090 B830=585%456 285 +2 ~ +8°C 2pcs 230V/50Hz Ventilated
Options G-PS903V 1368%700%1090 1295%585%456 400 +2~48°C  3pes  230V/S0Hz  Ventilated

* Casters * Set drawers instead of doors + 230V/60Hz

B (35 036 -



BLAST CHILLER & FREEZER
BFDA Series

Easy To Use

CHILL CYCLE+HOLDING

FIRS

Blast Chillers +70°C to +3°C

The Blast Chilling cycle, the product temperature drops from +70°C to +3°C in
90 minutes.The transition betwen +85°C and +10°C (ideal climate forthe
proliferation of bacterial), so fast as to prevent any generation,

The Foodstuff can be kept for 8 days in normally chiller.

Shock Freezers +70°C to -18°C

The maximum storage is achieved through the rapid production of cold
to allow the production of microcrystals that optimally preserve the cells of the
foodstuf The Shock Freezing drops the temperature from +70°C to -18°Cina
maximum time of 240 minutes.

The food is quickly frozen and then be kept for months in normally freezer.

FREEZING CYCLE+HOLDING

G-BF3DA G-BFSDA G-BF10DA PHASE 1. PHASE 2: PHASE 1 PHASE 2.
FREEZING CYCLE HOLDING FREEZING CYCLE HOLDING
insart temperatgre nsert temparatyre
Features ream tenhgrature] _ roem temgratured
o I AYAVS % AYAVA
* HC refrigerant and foam +2'C w Hoe: A \AMA] s
sl sl
* Ventilated refrigeration compartment . ks - MG o
» 70mm thickness insulation for exculent thermal efficiency.
+ Self closing doors with easy to clean and replace magnetic balloon gasket.
» Complete structure interior & exterior in stainless steel AlSI 304 with round internal edges for easy
cleaning P S
L . ) ) ooling Capabilicy
+ Special insert probe feels the temperature in the heart of the product. " E\;T S'T“S‘D" GEPEC'W +70/3°C in B0min " g""‘"’l’
: : ode *DxH (mm 70/-18°C in 240mi ray u
* Electric door mullion heater replaceable. {mm) ik = = = BeY
- Danfoss refrigeration components G-BF3DA B00=870x835 139 12KGI 8KG 3pes 230V/50Hz
+ Aspera or Danfoss compressor G-BFSDA 800=870=850 156 18KGI 14KG 5pes 230V/50Hz
G-BF10DA 800=870x1665 368 40KG/ 28KG 10 pes 230V/50Hz

« EBM fan

. (37




S... BLAST CHILLER & FREEZER FIRSCQOL

BFDB Series

G-BF3DB G-BFSDB G-BF10DB G-BF14DB

Features
* HC refrigerant and foam + Choice of models from 3 set to 15 set GN1/1 (400x600) trays
* Ventilated refrigeration compartment. + Special insert probe feels the temperature in the heart of the product.
+ 70mm thickness insulation for exculent thermal efficiency. + Electric door mullion heater replaceable.
» Self closing doors with easy to clean and replace magnetic balloon gasket. » Danfoss refrigeration components.
» Complete structure interior & exterior in stainless steel AlSI 304 with round internal edges for easy + Aspera or Danfoss compressor.

cleaning + EBM fan

. (039
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S... BLAST CHILLER & FREEZER

BFDB Series

Easy To Use

Blast Chillers

the proliferation of bacterial), so fast as to prevent any generation.
The Foodstuff can be kept for 8 days in normally chiller.

Shock Freezers
The maximum storage is achieved through the rapid production
of cold to allow the production of microcrystals that optimally preserve
the cells of the foodstuf. The Shock Freezing drops the temperature from

+70°C to -18°C in a maximum time of 240 minutes.

+70°C to +3°C
The Blast Chilling cycle, the product temperature drops from +70°C to +3°C
in 90 minutes.The transition betwen +65°C and +10°C (ideal climate for

+70°C to -18°C

The food is quickly frozen and then ba kept for months in normally

freezer.
Ext. Dimension Capacity c"_“;';f‘ﬁﬁ:‘;:ﬂ’;f“” Power
Model W=D=H (mm) (L) +70/-18°C in 240min Tray Supply
G-BF3DB 800=870=835 138 12KG/ BKG 3pes 230VI50Hz
G-BFSDB 800=870=850 156 18KG/ 14KG 5 pes 230VI50Hz
G-BF100B 800=870=1665 368 40KG/ 28KG 10 pes 230Vi50Hz
G-BF15DEB 800=870=1950 494 55KG/ 38KG 15 pes 230VI50Hz

041

CY1: HARD CHILL#+SOFT CHILL+HOLDING

FIRS

CY3: FREEZING CYCLE+HOLDING

PHASE 1: PHASE 2: PHASE 3: . HASE
HARD CHILL |SOFT CHILL] HOLDING FREEP:Z*I':I%ES‘?ELE :OL.DINfS
\ insert temperature
. is1
e \ insert lemperatére
] o 7
+2'C 2 HDS
reom temperatgre =1
A8C \ n“n L
1076 f—221 AN 21°c \L HOS
el \AMI\]
i -30°C
B o2 pd1
@ CY2: HARD CHILL+SOFT CHILL+FREEZING CYCLE+HOLDING CY4: FREEZING CYCLE THEN STOP
PHASE 1: PHASE 2: PHASE 3: PHASE 4:
HARD CHILL |SOFT CHILL| FREEZING CYCLE HOLDING
PHASE 1:
FREEZING CYCLE sTOP
X
\AA,/ e insert temperature Mot
e room te ture
il 1
Arcl—= 7
48'C isd At -30°C =
=21"C \- ! WHDS
/ .
28°c &3
pdi pd2 pd3
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P9 [BLAST CHILLER & FREEZER
gl | BFDS Series

G-BF3Ds G-BFSDs

Features

* HC refrigerant and foam

* Ventilated refrigeration compartment.

* Touch Screen for easy operation and reading.

* 70mm thickness insulation for exculent thermal efficiency.

+ Self closing doors with easy to clean and replace magnetic balloon gasket.

* Complete structure interior & exterior in stainless steel AlSI 304 with round internal edges for easy
cleaning

. (043

FIRSCOOL

G-BF10DS

G-BF14DS

* Choice of models from 3 set to 15 set GN1/1 (400x600) trays

+ Special insert probe feels the temperature in the heart of the product.

» Electric door mullion heater replaceable.

» Danfoss refrigeration components.

* Aspera or Danfoss compressor.

* EBM fan

+ Customer friendly touch screen controller easy for reading and operating

044 I



Suoer BLAST CHILLER & FREEZER

BFDS Series

Easy To Use

Blast Chillers +70°C to +3°C

The Blast Chilling cycle, the product temperature drops from +70°C to +3°C
in 90 minutes.The transition betwen +65°C and +10°C (ideal climate for
the proliferation of bacterial), so fast as to prevent any generation.
The Foodstuff can be kept for 8 days in normally chiller.

Shock Freezers +70°C to-18°C

The maximum storage is achieved through the rapid production
of cold to allow the production of microcrystals that optimally preserve
the cells of the foodstuf. The Shock Freezing drops the temperature from
+70°C to -18°C in a maximum time of 240 minutes.

The food is quickly frozen and then ba kept for months in normally

freezer.

II] CY1: HARD CHILL+SOFT CHILL+HOLDING

PHASE 1: PHASE 2: PHASE 3:
HARD CHILL |SOFT CHILL] HOLDING

insert 2
oo \_ist
5 is2
; ATATAVATATAT MEE
*2°C 152
room temperatire
0e rs1

pd1 pd2

[2]cY2: HARD CHILL+SOFT CHILL4FREEZING CYCLE+HOLDING

FIRS

CY3: FREEZING CYCLE+HOLDING

is1

PHASE 2.

PHASE 1.
FREEZING CYCLE HOLDING

insert lemperatyre

-18'C
21°C \

UU HDS

ral \AM/\/
-30°C

[4]cY4: FREEZING CYCLE THEN STOP

PHASE 1: 5 PHASE 3: PHASE 4&:
HARD CHILL |SOFT CHILL FREEZING CYCLE HOLDING
PHASE 1:
h is1 FREEZING CYCLE STOP
+10°C
v \ is2

e .S AN

\AN/ rs2 e S insert temperatyre
-10°¢ room tempegature

sl E
asc is1
rs1
A8C 153 AAJ -30'C
21'C \ J\ VHDS
[ o
-28°C rsd
pe1 pu2 pd3
Cooling Capabilic
Ext. Dimension Capacity 4-70.-'39-c in ’;;“in : Power

Madel WxDxH (mm) (L) +70/-18°C in 240min Tray Supply
G-BF3DS 800=870=835 139 12KG/ BKG Ipes 230V/50Hz
G-BF5DS 800=870=850 156 18KG/ 14KG 5pes 230Vi50Hz
G-BF1003 800=870=1665 368 40KG/ 28KG 10 pes 230V/50Hz
G-BF15DS 800=870=1950 494 HOKG! 38KG 15 pes 230Vi50Hz




S BLAST CHILLER & FREEZER
uper ,
Roaoll In Series

G-D20

Features

* HC refrigerant and foam

+ Ventilated refrigeration compartment

+ Complete structure interior & exterior in stainless steel AlS| 304 with round internal edges for easy cleaning
+ Self closing doors with easy to clean and replace magnetic balloon gasket.

+ 100mm thickness insulation for exculent thermal efficiency.

+ Special probe feels the temperature in the heart of the product.

+ Electric door mullion heater replaceable.

+ Customer friendly touch screen controller easy for reading and operating.

047

Easy To Use

FIRSCO(

Blast Chillers +70°C to +3°C

The Blast Chilling cycle, the product temperature drops from +70°C to +3°C
in 80 minutes.The transition betwen +65°C and +10°C (ideal climate for
the proliferation of bacterial), so fast as to prevent any generation.
The Foodstuff can be kept for 8 days in normally chiller.

Shock Freezers +70°C to-18°C

The maximum storage is achieved through the rapid production
of cold to allow the production of microcrystals that optimally preserve
the cells of the foodstuf. The Shock Freezing drops the temperature from
+70°C to -18°C in a maximum time of 240 minutes.

The food is quickly frozen and then be kept for months in normally

freezer.

LOAD CAPACITY Trolleys Not Inclded

1620

GN 1/1 TROLLEY 20 TRAYS

1620
1620

GN 2/1 TROLLEY 20 TRAYS 60x40 TROLLEY 20 TRAYS

048 I



Suoer BLAST CHILLER & FREEZER FIRS
Roll In Series

mCYl: HARD CHILL4SOFT CHILL+HOLDING E CY3: FREEZING CYCLE+HOLDING
HARG CHILL [SOFT CHILL| HOLDING FREEZING CYCLE FloLbiNG
insert e
werc\ st
e'c = msert lemperatgre
5 is2
ATATATATATAT AN
2C = HDS
room temperatire sl
-18'c A
10ve f—2=1 21 \ VAL HOS
ral \AMA/
-30'C
pd1 pd2 adt
[2] C€¥2: HARD CHILL+SOFT CHILL+FREEZING CYCLE+HOLDING [4]cY4: FREEZING CYCLE THEN STOP
PHASE 1: PHASE 2: PHASE 3: PHASE 4:
HARD CHILL {SOFT CHILL FREEZING CYCLE HOLDING
PHASE 1:
TN N FREEZING CYCLE | sToP
e .S AN
\AN/ rs2 ¥ = e insert tempaeratjre
-10°¢ room tempegature
sl E
asc is1
1 y
. 53 AAJ -30'C =
-18°c -
21'C A\ J\ VHDS
f o
-28c e
pd1 pd2 pd3
Ext. Dimension Int. Dimension GN1/1 Trolleys GN2M1 or 60x40 Power
Model WxD=H (mm) Wx=D=H (mm) {pes) Trolleys (pcs) Supply

G-D20 950=1426=2180 685=890=1800 2 2 380VI50Hz
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BEVERAGE & STORAGE REFRIGERATION FlRS
Wine Cooler

G-BJ118A G-BJ20BA G-BJ30BA G-BJ408A G-BJ400DA
\\\\\\\\\ ©=
LAY =
Features \\ S _ \\ _ _
\ LA * Wire Shelf | * Optional Wooden Shelf * Wire Shelf

*» HC free refrigerant and foam
+ Digital temperature controlling,digital display:precise digital temperature controlling, LED displayer,

to ensure the most proper temperature of dringking and storage. Bt Biriaticion Capacity Temperature Power Cooling
« Environment protecting concept:EU RoHS, WEEE Conformity Model We<D=H (mm) (bottle) °c) Shelf Supply mode
* Low noise G-BJ118A 600x602.5x860 45 +5 ~ +18°C 4pes 230V/50Hz Static
* Professional design:double glazed tempered glass door with foil, anticondensation,U-V RESISTANT, G-BJ208BA 600x602.5=1260 72 +5 ~ +18°C 9 pes 230V/50Hz Static

multi-temperature zones special for red wine,white wine and champagne G-BJ30BA 600%602.5% 1560 94 . +5 ~ +18°C 12 pes 230Vi50Hz Static
+ With white oak shelf,more suitable for wine storage; particular for standing bottles. G-BJ408A 600x602.5%1860 116 +5~ #18°C 16 pes 230V/50H2 Static
= Dual zone of temperature (only for G-BJ400D) G-BJ400DA 600x602.5%1860 55(55 45~ +18°C/+12~+22°C S5 pes 230V/50Hz Static
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BEVERAGE & STORAGE REFRIGERATION
Upright Glass Door Chiller & Freezer

FIRS

G-D460 G-D800 G-5C800SD
G-SC460 G-SC800
Features

» HC refrigerant

+ Efficient and reliable refrigeration
* CE certification

* RoHS compliant

+ Interior alloyed aluminum coated

+ LED lamp inside

B 053

G-D1000 G-SC1000SD G-D1300
G-SC1000 G-SC1300
Ext. Dimension Capacity Temperature Power Cooling

Model WxDx=H (mm) L) 1) Shelf Supply mode
G-D460 620x733=2063 460 -18~-24°C 4 pes 2300MI50Hz Ventilated
G-SC460 620x733=2063 460 42 ~ +B°C 4 pcs 230V/50Hz Ventilated
G-D800 1000=733=2063 800 -18 ~-24°C 8 pcs 230V/50Hz Ventilated
G-5C800 1000=T733=2063 800 +2 ~+8°C 8 pcs 230V/50Hz Ventilated
G-SCB00SD 1000=T20=2063 800 2 ~+48°C 8 pes 230V/50Hz Ventilated
G-D1000 1200=733=2063 10789 -18 ~-24°C B pcs 230V/50Hz Ventilated
G-SC1000 1200=T33=2063 1078 +2 ~+8°C é pcs 230V/50Hz Ventilated
G-5C1000SD 1200=720=2063 1079 +2~+8°C 8 pcs 230V/50Hz Ventilated
G-D1300 1860=T33=2063 1545 -18 ~-24°C 12 pes 230VI50Hz Ventilated
G-SC1300 1860=T720<2063 1545 42 ~48°C 12 pes 230V/50Hz Ventilated
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BEVERAGE & STORAGE REFRIGERATION

Upright Glass Door Chiller & Freezer

G-D468

G-5C468

G-D1008
G-5C1008

Features

» HC refrigerant

+ Efficient and reliable refrigeration
* CE certification

* RoHS compliant

+ Interior alloyed aluminum coated

+ LED lamp inside

B 055

FIRS

G-D1308
G-5C1308

Ext. Dimension Capacity Temperature Power Cooling
Model Wx=D=H (mm) L) {*C) Shelf Supply mode
G-D468 620x733=2063 460 -18 ~-24°C 4 pcs 230V/50Hz Ventilated
G-5C468 520x733x2063 460 +2~48°C 4 pes 230V/50Hz Ventilated
G-D1008 1200=733=2063 1079 -18 ~-24°C 8 pes 230V/50Hz Ventilated
G-SC1008 1200x733=2063 1079 42~ 48°C 8 pecs 230V/50Hz Ventilated
G-D1308 1860=733=2063 1545 -18 ~-24°C 12 pes 230V/50Hz Ventilated
G-5C1308 1860x720=2063 1545 +2 ~+8°C .1.2 pes 230V/50Hz Ventilated
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S UPRIGHT CABINET
i Upright Chiller(EHR Range)

L | ] .
TR TR :.'L|||IH g i 10

EG-HR200 EG-HR400 EG-HR600

Features

* New design air conduct offers better air cycle for more uniform temperature.

+ Automatic fan cut-off system to reduce cold air loss and energy consumption.

* Removable Pull-out/Push-in magnetic door gasket to keep maximum hygiene and maintain the insulating

properties.

N (57

EG-HR200 S/S EG-HR400 5/5 EG-HRB00 S/5
Ext. Dimension Int. Dimension  Capacity = Temperature Power Energy
Model W=DxH (mm) WxD=H (mm) (L) ) Shelf Supply level

%615% % g 502 x 440 2pcs N

EG-HR200 600=615=855 510=485=620 129 0~+8°C 502 % 241 1pe 230V50Hz A
— = » 502 % 440 2pes

EG-HR400 600=635= 1855 510x485=1620 361 0~+8°C 502 %211 1pe_ 230W/50Hz2 A

EG-HR600 TT7x745%1895  657580x1660 620 0~48C  ertOWS omovmoz A

SNeXa1fipo -

x - an® 502 x 440 3pes =

EG-HR200 S/s 600=615=855 510=485>620 129 0~48°C 502 x 211 1pc 230Wv/50Hz A
HEAE X wd @ ~ 8% 652 x 530 3pes.

EG-HR400S/S  B00%635<1855 510%485%1620 361 0~+g'c  SRTNPS moviE0Hz A
~ 40® 652 x 530 3pes

EG-HRE00 SIS TTT=T45<1895 657=580=1660 620 0~+8°C 652 x 211 1pe 230V/50Hz A




S.. UPRIGHT CABINET
B | Upright Chiller & Freezer

g
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FIRSCOC
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G-HR800V / G-HF800V G-HR800DT
Features

* HC free refrigerant and foam
+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
* Magnetic gasket can be replaced without any tools

+ ABS interior

BN 059

G-HR800VG [ G-HF800VG G-HR800DTG
Ext. Dimension Int, Dimension  Capacity Temperature Power Cooling
Meodel W=D=H (mm) W=DxH (mm) {L) (‘C) Shelf Supply Made
G-HR80OV 1215x585x1868 10984441620 744 42~ +8°C fgg;:];:‘:; 230V/50Hz Ventilated
G-HF 800V 1215+585x1868  1008x444x1620 744 <-1g°c  SXXATES  o30v/E0Hz Ventiated
G-HR800DT 1215x585x1868  R:510x470%1620 361 42~48C  axALAS saovisoHz  Static
Fi510%470%1620 361 < -18°C 'm% EKEE“'% 230V/E0Hz  Static
G-HRB0OVG 1215%625%1868  1098=4441620 744 424 SBEHTECS  HaovisoHz  Ventiated
G-HF800VG 1215%626%1868  1098x444x1620 744 <.gec SBRATERS  oonysoi;  Ventilated
G-HRBOODTG 1215%625%1868  R:510%470%1620 361 s2~4gc  SD2XASAPS oanuenn,  Static
F:510%470<1620 361 <qgc  FuedBAAS oguisoHz  static
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N 061

S UPRIGHT CABINET
i Upright Chiller &Freezer - Stainless Steel

G-HRE00U s/8

G-HFB00U S/S

Features

* New design air conduct offers better air cycle for more uniform temperature.

+ Automatic fan cut-off system to reduce cold air loss and energy consumption.

* Removable Pull-out/Push-in magnetic door gasket to keep maximum hygiene and maintain the insulating
properties.

+ Suitable for food containers GN2/1 or 2x GN1/1.

+» Equipped with 3 grids GN2/1.

» Complete structure interior & exterior stainless Steel AISI 430

FIRSCOC

G-HR6E00U /8
G-HFB00U S/s

PASTRY PAN
* KITS FOR PASTRY PANS OPTIONAL

Optional

* 90mm feet = 3" castor

Ext. Dimension  Int. Dimension Capacity Temperature Power Cooling Energy
Model WxDxH (mm)  W=D=H (mm) (8] {*C) Shelf  Supply Mode level
GHRE0OUSIS  TT7<745%1895  657<580x1660 620 0~+8°C 3 200ViOHz  SaeMh A
G-HF600U SIS T77*745%1895  657%580%1660 620 <18°C 3 230V/50Hz  Ventilated (52
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P9 [HEATED CABINET
B | HE Series

HEZ290A HE290

Features

» Mobile heated cabinet design for transporting heated product to the point of service

*» Can maintain +70°C for up to 1 hour without power (depends on food type and guantity)
+ Wide temperature range(30~80°C), suitable for different types of food

» Fan assisted heating and insulated cabinet ensures uniform temperature for food holding
+ Automnatic safety cut-out prevents overheating 120°C

* Mechanical thermostat displays the temperature even when the unit is switched off

* Built in humidity reservoir keeps heated food in perfect condition prior to service

* Design for GN1/1(HE290) and GN2/1(HE540) pans .

B (63

FIRSC

HES40 HES40-2

Ext. Dimension Int, Dimension Capacity Temperature Power
Model Wx=D=H (mm) W=xD=H (mm) (L) (*C) Pan Supply
HE290 B72x830=1776 395x650=1430 290 +30 ~ +80°C 20 pcs 230Vis0Hz
HEZ2904 GT2=830=1770 395<650<1430 290 +30 ~ +90°C 20 pos 230VI50Hz
HES40 BYT=930=1776 600=770=1430 540 +30 ~ 490°C 20 pes 230V/I50Hz
HES40-2 1627=950=1776 1352=770=1430 1300 +30 ~ +80°C 40 pes 230VIs0Hz
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P9 |SUPERMARKET SHOWCASE
B | Meat Chiller

MC1000 / MC1400

Features

+ Special LED light, better meat display

* Bottom Shelves for bottom water isolation

+ Static cooling system without fan, no dry of meat

+ Inside up and down temperature difference < 3°C

B (065

Structure Size Chart

« MC1000
L
- MC1400
)
3 |
L _
‘ [ ®.4 |
e el
£ 558 . .
IAY
£\
‘ ‘/.r‘ \\\
i e 7l |
5l
Options
+ Top lights canopy + 220V/60Hz
Ext. Dimension Int. Dimension Capacity  Temperature Fower Cooling

Model WxDxH (mm) ‘W=D=H (mm) (L) (*C) Shelf Supply mode
MC1000 1004=888=2100 888x700=1350 B40 -2 ~+4°C 2 230VI50Hz Static
MC1400 1420~888=2100 1244=700x1350 1175 2~44°C 2 230VI50Hz Static
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SUPERMARKET SHOWCASE
5 Multi-Deck Display FIRS

100mm Spacer
L LLRRTREERRLRATALLRLL ALY
[ i 15
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__m_..l g
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B i’jg:m*ﬂ
=
900 | I E—
1200
1500
1500
11 [ 1 1
LFA900/700L3
LFA1200/700L3
LFA1500/700L3
L] L] rd
LFA1800/700L3 300
1200
1500
1800
Features
Ext. Dimension Temperature Power Cooling
* HC free refrigerant and foam Model WxDxH {(mm) ) Shelf Supply Visdi
+ Ventilated cooling mode LFAS00/700L3 900<690%1850 45~ 410°C 3+Base 230V/60Hz Ventilated
+ Soft back night curtain included LFA1200/700L3 1200=690+1950 +5~ +10°C 3+Base 230V/50Hz Ventilated
* LED lamp under every shelf LFA1500/700L3 15006801350 +5~+10°C 3+Base 230V/50Hz Ventilated
: : LFA1800/700L3 1800=690=1950 +5~+10°C J+Base 230V/50Hz Ventilated
* Price rails
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P9 |SUPERMARKET SHOWCASE
i | Sliding Door Multi-Deck Display

LFA1200/700L3-SD
LFA1500/700L3-SD
LFA1800/700L3-5D

Features

* HC free refrigerant and foam
* Ventilated cooling mode

+ Sliding door for better insulation and energy consumption

* LED lamp under every shealf

* Price rails

B (069

FIRS

A0mm Spacer
LA AL ARARALY
/"'__‘
&
— P (1) | | | ——— | | &
i1 00 690
-
Ext. Dimension Temperature Fower Cooling
Maodel WxDx=H {mm) (*C) Shelf Supply mode

LFA1200/700L3-SD 1200=690=1950 +5 ~ +10°C 3+Base 230VW/50Hz Ventilated
LFA1500/700L3-SD 1500=620=1950 +5~+10°C 3+Base 230V/50Hz Ventilated
LFA1800/700L3-5D 1800=E690=1950 +5~+10°C 3+Base 230V/i50Hz Ventilated
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SUPERMARKET SHOWCASE
Open Cake Display Showcase

G-5DS900
G-sDs1000

FIRS

Features
* HC free refrigerant and foam

+ Electronic thermostat and digital LED temperature display for accurate control and easy reading
» Low-E double pane curved safety glass

+ Heavy duty casters make it easy to move and clean

+ Adjustable heavy duty shelves. Pvc coated wire/ glass / stainless steel shelf optional .

* LED light for better display.

+ 3 color white / black / stainless optional.

. (71

G-5D31200
G-sDs1500
Ext. Dimension Temperature Power Cooling
Maodel WxDxH {mm} ) Shelf Supply mode
G-5D5900 900=490/800=1360 +5~+10°C 3pecs 230VI50Hz Ventilated
G-3DS1000 1200=490/800=1360 +5~ +10°C 3 pcs 230V/I50Hz Ventilated
G-8D81200 1500=490/800+=1360 +5~ +10°C 3pes 230VI50Hz Ventilated
G-5D51500 1800=490/800=1360 +5~+10°C 3pes . 230VI50Hz Ventilated
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S.. GELATO SHOWCASE
B | GS Series

FIRS

G-GS10

Features
+ R290 Refrigerant

* Automatic inversion cycle defrost: quick, complete, low temperature fluctuations
* Customized logo and color: Highlight the brand image, different from others.

* Tempered glass with heater: safe, heat preservation, perfect display affection and suitable for high
humidity
+ LED lamp

+ Front glass open from up to down, easy for clean

PANS MODEL
G-GS12
<
\Hi -
PANS 4L SIZE:265"162*100h
GN 1/4
Ext. Dimension Temperature Power Cooling
Model WxD=H {mm} (*C) Pan Supply mode
G-GS10 1105=900=1250 -18~-16°C 10 pes 230V/50Hz Ventilated
G-GS12 1283=500=1250 -18~-16°C 12 pes 230V/50Hz Wentilated
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S GELATO SHOWCASE
B |1V Series

G-Iv12

G-IV16

Features
+ R290 Refrigerant

* Automatic inversion cycle defrost: quick, complete, low temperature fluctuations

* Customized logo and color: Highlight the brand image, different from others.

* Tempered glass with heater: safe, heat preservation, perfect display affection and suitable for high
humidity

+ LED lamp

+ Front glass open from up to down, easy for clean

. 075

FIRS

G-lviag

PANS MODEL

‘\\_\.- e — il <. _ -

PANS 4L SIZE:325"176"100h PAMNS 5L SIZE:360"165" 1200

GN 173
Ext. Dimension Temperature Power Cooling
Maodel WxDx=H {mm) (*C) Pan Supply mode
G-Ivi2 1283=1065=1200 -18 ~-16°C 12 pes 230VW/50Hz Ventilated
G-IV16 1639=1065=1200 -18 ~-16°C 16 pes 230V/50Hz Ventilated
G-IV18 . 1817=1065x1200 -18 ~-16°C 18 pes 230V/50Hz Wentilated
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